רשימה מקורות

רשימה מקורות ישראלית בתחומי המינוח


ממס תקצミ, ת"י, 940, חולק 1.4 – כלים קרקוע וירוג סלע.

ממס תקצミ, ת"י, 5567 – בטיחות שבבדות מנוהר.

ממס תקצミ, ת"י, 5620 – מיידי גיא−רנדיסי של חלים תת קריקע

ממס תקצミ, ת"י, 5826 חולק 1 – מנוהרס: מונח המגדירה

ממס תקצミ, ת"י, 5826 חולק 2 – מנוהר: סיווג המ건설 של מנהרות רכבות

ממס תקצミ, ת"י, 5826 חולק 3 – מנוהר: שירות תימוך

ממס תקצミ, ת"י, 5826 חולק 4 – מנוהר: גיאולוגיה איגוסטיכון

ממס תקצミ, ת"י, 5826 חולק 5 – מנוהר: איטום

ממס תקצミ, ת"י, 5826 חולק 6 – מנוהר: חוכנים אורני ברשימות החפירה והכיסוי

ממס תקצミ, ת"י, 5826 חולק 7 – מנוהר: חוכנים אורני ברשימות החפירה

ממס תקצミ, ת"י, 5826 חולק 8 – מנוהר: ניווט סיכונים שבבדות מנוהר

ממס תקצミ, ת"י, 5826 חולק 9 – מנוהר: ייעוד של מנהרות רכבות

ממס תקצミ, ת"י, 5826 חולק 10 – מנוהר: בידוד הבקר של מבנים המנהרה

ממס תקצミ, ת"י, 5826 חולק 11 – מנוהר: תחזוקה

רשימה מקורות לפרק 2

רשימה מקורות בתחום תכנון מנהרות


ASCE – American Society of Civil Engineers (2007), Geotechnical Baseline Reports for Construction – Suggested Guidelines.

ASCE – American Society of Civil Engineers (1997), Geotechnical Baseline Reports for Underground Construction – Suggested Guidelines.

הנחיות לתחנות מנהרות בכיביסים

03/2018


Bouvard A. et al. (2000), Tunnel Support and Lining, AFTES.


British Highway Agency (1999), Design of Road Tunnels.

British Tunneling Society (BTS) and Institution of Civil Engineers (ICE) (2004), Tunnel Lining Design Guide, Thomas Telford Ltd.

British Tunneling Society (BTS) and Institution of Civil Engineers (ICE) (2005), Closed-Face Tunneling Machines and Ground Stability – A guideline for Best Practice, Thomas Telford Ltd.


Celestino T.C. et al. (1999), Shotcrete for Underground Support, VIII, ASCE Int. Conf.


FHWA (2005), *Road Tunnels Design Guidelines*.

FHWA (2005), *Highway, Rail and Transit Tunnel Inspection Manual*.

FHWA (2005), *Highway, Rail and Transit Tunnel Maintenance and Rehabilitation Manual*.


Hoek E. (2000), Rock Engineering (Hoek's Corner in the Internet).


ICE (1996), Sprayed Concrete Linings (NATM) for Tunnels in Soft Grounds, Institution of Civil Engineers.


Master Builders Technologies (1994), Sprayed Concrete for Rock Support.


NFPA (1990), *Standard 130, Fixed Guideway Transit Systems*.


PIARC – Permanent International Association of Road Congress (1987), PIARC Report.


Szechy K. (1966), *The Art of Tunnelling*.


Vandewalle M. (2005), *Dramix – Tunnelling is an Art*, Bekaert.


CERTU (1990), Dossier Pilote des Tunnels: Geometrie, France.


Highways Agency (1999), Design Manual for Roads and Bridges (DMRB), Vol. 5: Assessment and Preparation of Road Schemes, Section 1: Assessment of Road Schemes, HMSO, U.K.


Florida Department of Transportation – District Environmental Management Office (2009), Draft Tunnel Alternative Technical Memorandum: Anna Maria Island Bridge, Project Development and Environment Study, SR 64 (Mantee Avenue) from SR 789 (East Bay Drive) to Perico Bay Boulevard, Manatee County, Florida.


Ministry of Construction & Transportation of Korea (2004), *Guideline for Installation of Safety Facility in Road Tunnels*.


Norwegian Public Roads Administration (1997), *Studies on Norwegian Road Tunnels*.


PIARC (1995), *Classification of Tunnels, Existing Guidelines and Experiences, Recommendations*, Technical Committee 5 on Road Tunnels, Report 05.03.B.


PIARC (2001), *Cross-Section Geometry in Unidirectional Road Tunnels*, Technical Committee on Road Tunnels Operation, Report 05.11B, World Road Association (PIARC), Paris, France.

PIARC (2001), *05.11 B: Cross Section Design of Unidirectional Road Tunnels*.


PIARC (2004), *Cross Section Design of Bi-Directional Road Tunnels*, Report 05.12.B.
PIARC (2008), Urban Road Tunnels, Recommendations to Managers and Operating Bodies for Design, Management, Operation and Maintenance, Technical Committee C3.3 Road Tunnel Operation (R15).


RABT – Road and Transportation Research Association (2006), Regulations for the Equipment and Operation for Road Tunnels, Working Group Traffic Routing and Road Safety, FGSV-Verlag, Wesselinger Straße 17, 50999 Köln, Germany.


Transport and Road Research Laboratory (1987), Planning and Design Considerations of Road Tunnels: The Influence of Operation and Maintenance, Report CR41, TRRL Crowthorne, U.K.

Transportation and Road Research Association (2001), Guidelines and Regulations for Road Design, Austria.


Tunnel Division of the Public Works Research Institute (1991), Road Tunnel Technology in Japan.


Highways Agency (1999), Design Manual for Roads and Bridges, Vol. 2 Highway Structures Design (Sub-Structures and Special Structures), Sec. 2: Special Structures, Part 9, DB 78/99, U.K.


PIARC Technical Committee 5 on Road Tunnels (1999), *Fire and Smoke Control in Road Tunnels*, Permanent International Association of Road Congresses Report 05.05.B.

PIARC Technical Committee 5 on Road Tunnels (2000), *Pollution by Nitrogen Dioxide in Road Tunnels*, Permanent International Association of Road Congresses Report 05.09.BEN.


PIARC Technical Committee 5 on Road Tunnels (2007) *Systems and Equipment for Fire and Smoke Control in Road Tunnels*, Permanent International Association of Road Congresses Report 05.16.BEN.

PIARC Technical Committee 3.3 Road Tunnel Operation (2008), *Road Tunnels: A Guide to Optimizing the Air Quality Impact upon the Environment*.


RABT – Road and Transportation Research Association (2006), *Regulations for the Equipment and Operation of Road Tunnels*, Bonn, Germany.

Transportation and Road Research Association (2001), *Guidelines and Regulations for Road Design*, Design RVS Guideline, Austria.


Cronje M. (2005), A Study on Tunnel Lighting, Vector pp. 10-16, EE Publishers, South Africa


Norwegian Public Roads Administration (2004), Road Tunnels No. 021 in the Series of Handbooks, NPRA Printing Center.


Norwegian Public Roads Administration (2004), Road Tunnels No. 021 in the Series of Handbooks, NPRA Printing Center.
